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Spectraflame®

Hot Wheels® Spectraflame®

VHW1 Aqua 
VHW2 Medium Sapphire 
VHW3 Lime Gold 
VHW4 Rich Yellow Gold 
VHW5 Bright Emerald 
VHW6 Anti-Freeze Green

Spectraflame ® offers 12 colors from PPG’s 
partnership with Mattel’s Hot Wheels® 
design team. Used over Liquid Metal, 
Spectraflame ® gives the deep candy-over-
metal look that has been popular on die 
cast cars for years. Now, those colors are 
available for your project! 

Spectraflame’s ® colors are available in 
factory packs only. They can be combined 
to produce an endless number of 
gorgeous tri-coat effects. Spectraflame® 
must be sprayed over Liquid Metal.

VB-08

Note: Custom or exotic finishes are excluded from coverage under the PPG Paint Performance Guarantee.   

Product Information Effective 4/07

Compatible Surfaces

Spectraflame® is used in conjunction with the systems listed below:	

•			DBC Refinish Systems—Follow P-175 Deltron® DBC recommendations for proper preparation and compatible primers.  

•			BC Refinish Systems—Follow EU02 Global Refinish System® BC recommendations for proper preparation and compatible primers.  

•			Reference the Vibrance Compatibility Chart (VB20) for compatible clears and custom formulating.    

	 	Note: Spectraflame® colors must be used over a Liquid Metal substrate.

VHW7 Orange
VHW8 Bright Red
VHW9 Hot Wheels® Blue
VHW10 Hot Pink
VHW11 Light Red Watermelon
VHW12 Purple

PPG HOT WHEELS® SPECTRAFLAME® COLOR TIPS
These tips are to be used only as a guide to match the colors shown on the DOX441 color card for Spectraflame®. When 
spraying PPG Hot Wheels® Spectraflame® colors, it is recommended that the following application procedures be followed:

	 Always spray a test panel before spraying the job to verify:	
	 • Color 
	 • Number of coats 
	 • Ease of sprayability of a Candy type of finish. See tips for spraying Radiance ® II 

	 Gun set-up used for these tips:  	
	 • 1.0 Fluid tip, 30 PSI at the gun

	 Vibrance VM4201 Liquid Metal application:	
	 • Spectraflame® colors must be used over a Liquid Metal substrate.   
	 • Mixed;	 VM4201	 :	 VR9200	 (See VB04 Liquid Metal product sheet) 
			   1	 : 	 3 
	 • Spray multiple light coats evenly until a uniform finish is achieved.

Apply the Spectraflame ® color using the tips below:

Spectraflame®

VHW 1 AQUA

5 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 2 MEDIUM SAPPHIRE

6 light coats or until desired color
Mix color 1 part to 1 part DBC 500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 3 LIME GOLD

4 light coats or until desired color
Mix color 1 part to 11/2 parts DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 4 RICH YELLOW

6 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 5 BRIGHT EMERALD

10 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 6 ANTI-FREEZE GREEN

6 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 7 ORANGE

8 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 8 BRIGHT RED

8 light coats or until desired colorr
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 9 HOT WHEELS® BLUE

4 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 10 HOT PINK

8 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower

VHW 11 LIGHT RED WATERMELON

4 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895 
Reduce 150% with DT885 or D872 
or slower

VHW 12 PURPLE

14 light coats or until desired color
Mix color 1 part to 1 part DBC500 
or D895
Reduce 150% with DT885 or D872 
or slower 
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